
 

Installation Instructions for Dr. Shrink’s DS-683SP 
Solar Powered Vent Kit 

Patent Pending 

 
 

Dr. Shrink’s new DS-683SP is a simple, yet effective solar powered vent with two fan blades for 
circulating air anytime the sun shines on the solar panels—there are no batteries to change.  Air 
movement through enclosed spaces will help minimize moisture, mildew and odors.  The vents are 
easily installed in fabric covers, tents, shrinkwrap, and solid panel structures such as dock boxes, dog 
houses, storage sheds, etc.  The DS-683SP comes in either white or black color and is constructed of 
UV protected materials for long term usage.  Each vent has screen on the backing to eliminate bugs 
from entering.   
 
Contents of kit (check carefully before beginning installation process): 
 

Part A  (one) Black or White Solar Powered Vent with screen and           A  
    adhesive on base plate.   

Part B (one) Black / White base without screen/adhesive.                          B  

Part C (four) Panel attachment fasteners.                                                    C  
 
Tools Needed for Installation of the DS-683SP: 
 
1. Fabric covers (canvas, acrylic mooring covers, tarps, tents, etc.): tape measure, 
marker that will write on the fabric, jack knife & scissors.   
2. Shrinkwrap:  jack knife 
3. Solid structures where additional base will be used: (example: dock box) tape 
measure, electric drill, 1/4©”  drill bit, pencil, saber saw, roll of duct tape, safety glasses 
and dust mask. 
Attachment Methods: 
 



Fabric Covers:  Install cover over product  and make sure that area where vent is to be installed 
where it will receive sunlight to power the fans and also allow air circulation throughout 
covered area.  Place unscreened vent base over area and mark inside of vent opening and each 
smaller hole at the corners of the base.  Take base away and cut out main vent opening with 
scissors.  Use jack knife to cut open  4 smaller holes.  Place unscreened base on inside of cover 
with flat side facing fabric. Push one Part C Panel Attachment Fastener through each hole in 
base and through fabric.  Make sure that base is tight against fabric.  Take the DS-683SP vent 
and press inward on the ends of the top of the vent to remove the cover which contains the 
solar panel and fans.  Remove the paper backing over the adhesive on the back of the screened 
base.  Place the base, with screen and adhesive facing the fabric, over the cutout in the fabric 
cover making sure the four Part C Panel Attachment Fasteners go through the matching holes 
in the base.  Press the two parts firmly together so the two bases are as tight as possible with 
the fabric sandwiched in between.  Replace top of vent by pressing ends inward to fit in slots.   
 
Shrinkwrap Covers:  Place unscreened vent base on completely installed shrinkwrap cover in 
an area where the DS-683SP will receive the maximum amount of sunlight to power the fans, 
and also where there will be maximum airflow throughout the covered product.  Cut out 
interior of vent area with jack knife making sure that you are not damaging any materials under 
the cover.  Now remove top of vent that contains solar panel and fans from the base.  Remove 
the paper backing from the adhesive on the base and stick the base over the hole previously cut 
in the shrinkwrap.  Press the base firmly onto the shrinkwrap to promote good adhesion.  
Replace top of vent. 
Attaching DS-683SP to Solid Structures:  The attachment method for thin wall solid structures 
such as dock boxes is very similar to that of installing the vents in a fabric cover.  The 
difference being that after the position is chosen for the vent, which must be placed where 
maximum sun exposure is attained, it must be cut using a drill and saber saw.  Tape Part B, the 
unscreened base onto the outside of the structure where the vent will be located and mark the 
inside opening of the vent and the four attachment holes near the corners of the base.  Remove 
the taped on base, drill the four smaller holes with a ¼” bit, and then drill one hole in each 
corner of the larger center hole.  Once that is done, put a layer of duct tape around the 
perimeter of the center hole to eliminate scratches when cutting the large opening with a saber 
saw.  After the center is cut out remove the duct tape, place the unscreened base on the inside 
of the unit with the flat side of the base towards the structure.  Put the four Part C panel 
fasteners through the base and sidewall of the structure. Next, remove the top of Part A, DS-
683SP from the screened base by pressing inward at the ends, and remove the paper backing 
from the adhesive on the base.  Place the base over the four panel fasteners with the flat side of 
the base facing the structure.  Press the base inward so the panel fasteners go through the base 
and the base sticks tightly to the structure.  Replace the top on the vent by pressing inward on 
the ends. 
 
Thanks for using Dr. Shrink’s DS-683SP Solar Powered Vent.  Please call (800) 968-5147 
with any installation or usage questions. 
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